Axel Johnson International

Key Eye Point 8-291K

Product information
L "
L i RFID

The lifting eye rotates through 360° adjustable in the direction of the load.
All Yoke lifting points meet or exceed all the requirements of ASME B30.26.

Features: Built-in RFID/NFC chip

Material: Alloy steel, quenched and tempered. Captive bolt with high WLL
Marking: According to standard, CE-marked

Temperature range: -40° up to +200°C (without reduction in WLL).
Finish: Painted

Standard: EN 1677-1

Safety factor: 4:1
Grade: 10



Part code

421100030620
421100040620
421100080620
421100150620
421100230620
421100320620
421100450620
421100700620
421100900620
421101200620
421101600620

421101800620

Technical data
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Kind of attachment !} n (!) A (?Bx
I G 1

G G G G G
Number of legs 1 2 1 2 2 2 2 3-4 3-4 3-4
Load direction 0° 0° 90° 90° 0-45° 45°- 60° unsymm. 0-45°  45°-60° unsymm.
Item No.  Thread WLLI(t)

8-291K-001 M 6;‘&.\1“'—. 0.5 1 0.10 0.2 0.14 0.10 0.10 0.2} 015 0.10
8-291K-003 M 8 1 2 0.30 0.6 0.42 0.30 0.30 0.63 0.45 0.30
8-291K-004 M10 1 2 0.40 0.8 0.56 0.40 0.40 0.84 0.60 0.40
8-291K-007 M12 2 4 0.75 1.5 1.00 0.75 0.75 1.58 1.12 0.75
8-291K-015 M16 4 8 1.50 3.0 2.10 1.50 1.50 3.15 225 1.50
8-291K-023 M20 6 12 2.30 4.6 3.20 2.30 2.30 4.83 3.45 2.30
8-291K-032 M24 8 16 3.20 6.4 4.50 3.20 3.20 6.70 4.80 3.20
8-291K-045 M30 12 24 4.50 9.0 6.30 4.50 4.50 9.40 6.70 4.50
8-291K-070 M36 16 32 7.00 14.0 9.80 7.00 7.00 14.70 10.50 7.00
8-291K-090 M42 24 48 9.00 18.0 12.60 9.00 9.00 18.90 13.50 9.00
8-291K-120 M48 D b4 12.00 24.0 16.80 12.00 12.00 25.20 18.00 12.00
8-291K-140 M56 34 68 16.00 32.0 22.40 16.00 16.00 33.60 24.00 16.00

8-291K-150 Mé4 36 72 18.00 36.0 25.20 18.00 18.00 37.80 27.00 18.00
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