Axel Johnson International

NMogbemHoe konbuo ckoba CODIPRO Giga DSS

Product information

YHuBepcasibHast NoBopoTHas cko6a DSS npeacTasnsieT co6oi ABOMHOE NOBOPOTHOE KO/bLO. OH crieuuasibHo paspaboTaH Ans
0/IHOBPEMEHHOTO NoAbEeMa 1 BpalleHus rpy30B. Ero BoiiHOE NOBOPOTHOE AECTBME 06eCNeUnBaET NaeasibHOe COBMELLEHUE CO CTPOMON.

CBoiicTBa:

- BpalleHve nog Harpyskoi

- Vicnonb3oBaHve A5 nobbix onepauuii nogbema

- KpyTALWmMiA MOMEHT ykasaH Ha BCex NOAbeMHbIX KOsbLiax
Material: BbicokonpoyHas cTtasib

Marking: According to standard, CE-marked
Temperature range: o1 -20°C o +200°C

Standard: EN 1677-1

except grade/WLL

Safety factor: 5:1

Kop ToBapa WLL Thread Torque A B (o3 D E F G L1 S1 S2 Bec
ton Nm mm mm mm mm mm mm mm mm mm mm kg

11.42GIGA.DSS M 150 UP 125 M 150 (x6) 2 000 271 115 290 353 302 544 103 228 41 105 268
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