CERTYEX ..o
Axel Johnson International

KaHaTt ctanbHou ROPETEX S65

Product information
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CranbHble kaHaTbl Rosetex S65 (n S16) sBngaoTca Hambornee YyacTo
Mcnonb3yemMbIM TUMNOM CTarbHbIX KaHaToOB B Anana3oHe oT 8 o 38 mm. O6a moryT
MCMonb30BaTbCs AN pasHbIX NPUMeHeHU. [JocTynHo kak S65 ¢ He3aBUCUMbIM
cepaeyHmkom n3 Tpoca (IWRC) unu kak S16 ¢ BonokHucTbiM cepaeyHunkom (FC).
S65 mMeHee rnbkuin, Ho obragaeT 6onbLueln NPOYHOCTLIO U Boree yCTONYMB K
W3HOCY U UCTUPAHUIO, OCOBEHHO NPY UCMOMb30BaHMM Ha pornuKax unu GapabaHax.
S16 6onee rmbkun, HO UMEET MEHbLLYIO MPOYHOCTb Ha pas3pbiB.

TunnyHble npUMeHeHus:

- CTponbl 13 cTanbHoOro Tpoca
- Tpoc nebenxm

- BbITSKHbIE YCTAHOBKM

- MogbemHble ycTponcTBa

- NogbeMHbIN KaHaT

- LiBapTOBHbIN KaHaT

- BykcrpoBoYHbIN Tpoc

- KpaH

- Tann

HoctyneH B BapuaHTax sZ / RHOL (npaBbii aHTUPUKUNOHHBIA) 1 zS / LHOL
(neBbIi aHTUDPUKLMOHHBIN).

AnbTepHaTuBa:

ROPETEX S16 MoXeT ncnonb3oBaTbCs B3avMO3aMEHSEMO B O4EHb MHOTMX
YCTPOMCTBAX, 0COOEHHO KOrda BOMOKHUCTLIN cepaedHuk (FC) BMeCTo cTtanbHoro

(IWRC) nmeet BaxxHoe 3Ha4eHune ... Read more

Rope construction: 6x36\WS-IWRC
Marking: According to standard
Temperature range: ot -40°C go +200°C
Finish: ounHkoBaHHbIN

Standard: EN 12385-4, AS 3569

Fill factor: 0,58
RCN: 09
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Technical data

Kop ToBapa Rope diameter Tensile strength Finish Rope lay Min. breaking force Steel area Lubrication Bec
mm N/mm? kN mm? kg/100m

101100804270028 8 1960 Galvanized sZ 447 29,4 No-Lube 26
101100803270022 8 1960 Galvanized zS 447 29,4 A-2 26,2
101100804270022 8 1960 Galvanized sZ 447 29,4 A-2 26,2
101100804270020 8 1960 Galvanized sZ 447 29,4 Dry 26,2
101100804270021 8 1960 Galvanized sZ 447 29,4 A-1 26,2
101100803270021 8 1960 Galvanized zS 447 29,4 A-1 26,2
101100903270022 9 1960 Galvanized zS 56,5 37,3 A-2 33,1
101100904270022 9 1960 Galvanized sZ 56,5 37,3 A-2 33,1
101100904270020 9 1960 Galvanized sZ 56,5 37,3 Dry 33,1
101100904270021 9 1960 Galvanized sZ 56,5 37,3 A-1 33,1
101100903270021 9 1960 Galvanized zS 56,5 37,3 A-1 33,1
101101003270022 10 1960 Galvanized zS 69,8 46 A-2 40,9
101101004270022 10 1960 Galvanized sZ 69,8 46 A-2 40,9
101101004070023 10 1960 Bright sZ 69,8 46 A-3 40,9
101101004270020 10 1960 Galvanized sZ 69,8 46 Dry 40,9
101101004270021 10 1960 Galvanized sZ 69,8 46 A-1 40,9
101101003270021 10 1960 Galvanized zS 69,8 46 A-1 40,9
101101004270028 10 1960 Galvanized sZ 69,8 46 No-Lube 41
101101103270022 1 1960 Galvanized zS 84,4 55,7 A-2 49,5
101101104270022 11 1960 Galvanized sZ 84,4 55,7 A-2 49,5
101101104270021 11 1960 Galvanized sZ 84,4 55,7 A-1 49,5
101101103270021 11 1960 Galvanized zS 84,4 55,7 A-1 49,5
101101203270022 12 1960 Galvanized zS 100 66,2 A-2 58,9
101101204270022 12 1960 Galvanized sZ 100 66,2 A-2 58,9
101101204070023 12 1960 Bright sZ 100 66,2 A-3 58,9
101101204270020 12 1960 Galvanized sZ 100 66,2 Dry 58,9
101101204270021 12 1960 Galvanized sZ 100 66,2 A-1 58,9
101101203270021 12 1960 Galvanized zS 100 66,2 A-1 58,9
101101204270028 12 1960 Galvanized sZ 100 66,2 No-Lube 59
101101303270022 13 1960 Galvanized zS 118 77,7 A-2 69,1
101101304270022 13 1960 Galvanized sZ 118 77,7 A-2 69,1
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Technical data

Kop ToBapa Rope diameter Tensile strength Finish Rope lay Min. breaking force Steel area Lubrication Bec
mm N/mm? kN mm? kg/100m

101101304270021 13 1960 Galvanized sZ 118 7,7 A-1 69,1
101101303270021 13 1960 Galvanized zS 118 7,7 A-1 69,1
101101404270028 14 1960 Galvanized sZ 137 90,2 No-Lube 80
101101403270022 14 1960 Galvanized zS 137 90,2 A-2 80,2
101101404270022 14 1960 Galvanized sZ 137 90,2 A-2 80,2
101101404070023 14 1960 Bright sZ 137 90,2 A-3 80,2
101101404270020 14 1960 Galvanized sZ 137 90,2 Dry 80,2
101101404270021 14 1960 Galvanized sZ 137 90,2 A-1 80,2
101101403270021 14 1960 Galvanized zS 137 90,2 A-1 80,2
101101603070021 16 1960 Bright zS 179 118 A-1 105
101101604070022 16 1960 Bright sZ 179 118 A-2 105
101101603270022 16 1960 Galvanized zS 179 118 A-2 105
101101604270022 16 1960 Galvanized sZ 179 118 A-2 105
101101604070023 16 1960 Bright sZ 179 118 A-3 105
101101604270020 16 1960 Galvanized sZ 179 118 Dry 105
101101604270021 16 1960 Galvanized sZ 179 118 A-1 105
101101603270021 16 1960 Galvanized zS 179 118 A-1 105
101101703070021 17 1960 Bright zS 202 133 A-1 118
101101704070022 17 1960 Bright sZ 202 133 A-2 118
101101703270022 17 1960 Galvanized zS 202 133 A-2 118
101101704270022 17 1960 Galvanized sZ 202 133 A-2 118
101101704270021 17 1960 Galvanized sZ 202 133 A-1 118
101101703270021 17 1960 Galvanized zS 202 133 A-1 118
101101803070021 18 1960 Bright zS 226 149 A-1 133
101101804070022 18 1960 Bright sZ 226 149 A-2 133
101101803270022 18 1960 Galvanized zS 226 149 A-2 133
101101804270022 18 1960 Galvanized sZ 226 149 A-2 133
101101804270028 18 1960 Galvanized sZ 226 149 No-Lube 133
101101804070023 18 1960 Bright sZ 226 149 A-3 133
101101804270021 18 1960 Galvanized sZ 226 149 A-1 133
101101803270021 18 1960 Galvanized zS 226 149 A-1 133
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Technical data

Kop ToBapa Rope diameter Tensile strength Finish Rope lay Min. breaking force Steel area Lubrication Bec
mm N/mm? kN mm? kg/100m

101101903070021 19 1960 Bright zS 252 166 A-1 148
101101904070022 19 1960 Bright sZ 252 166 A-2 148
101101903270022 19 1960 Galvanized zS 252 166 A-2 148
101101904270022 19 1960 Galvanized sZ 252 166 A-2 148
101101904270021 19 1960 Galvanized sZ 252 166 A-1 148
101101903270021 19 1960 Galvanized zS 252 166 A-1 148
101102003070021 20 1960 Bright zS 279 184 A-1 164
101102004070022 20 1960 Bright sZ 279 184 A-2 164
101102003270022 20 1960 Galvanized zS 279 184 A-2 164
101102004270022 20 1960 Galvanized sZ 279 184 A-2 164
101102004270028 20 1960 Galvanized sZ 279 184 No-Lube 164
101102004070023 20 1960 Bright sZ 279 184 A-3 164
101102004270020 20 1960 Galvanized sZ 279 184 Dry 164
101102004270021 20 1960 Galvanized sZ 279 184 A-1 164
101102003270021 20 1960 Galvanized zS 279 184 A-1 164
101102203070021 22 1960 Bright zS 338 223 A-1 198
101102204070022 22 1960 Bright sZ 338 223 A-2 198
101102203270022 22 1960 Galvanized zS 338 223 A-2 198
101102204270022 22 1960 Galvanized sZ 338 223 A-2 198
101102204070023 22 1960 Bright sZ 338 223 A-3 198
101102204270021 22 1960 Galvanized sZ 338 223 A-1 198
101102203270021 22 1960 Galvanized zS 338 223 A-1 198
101102403070021 24 1960 Bright zS 402 265 A-1 236
101102404070022 24 1960 Bright sZ 402 265 A-2 236
101102403270022 24 1960 Galvanized zS 402 265 A-2 236
101102404270022 24 1960 Galvanized sZ 402 265 A-2 236
101102403070023 24 1960 Bright zS 402 265 A-3 236
101102404070023 24 1960 Bright sZ 402 265 A-3 236
101102404270021 24 1960 Galvanized sZ 402 265 A-1 236
101102403270021 24 1960 Galvanized zS 402 265 A-1 236
101102504070023 25 1960 Bright sZ 436 288 A-3 256
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Technical data

Kop ToBapa Rope diameter Tensile strength Finish Rope lay Min. breaking force Steel area Lubrication Bec
mm N/mm? kN mm? kg/100m

101102504270023 25 1960 Galvanized sZ 436 288 A-3 256
101102603070021 26 1960 Bright zS 472 311 A-1 276
101102604070022 26 1960 Bright sZ 472 311 A-2 276
101102603270022 26 1960 Galvanized zS 472 311 A-2 276
101102604270022 26 1960 Galvanized sZ 472 311 A-2 276
101102603070023 26 1960 Bright zS 472 311 A3 276
101102604070023 26 1960 Bright sZ 472 311 A-3 276
101102604270020 26 1960 Galvanized sZ 472 311 Dry 276
101102604270021 26 1960 Galvanized sZ 472 311 A-1 276
101102603270021 26 1960 Galvanized zS 472 311 A-1 276
101102803070021 28 1960 Bright zS 547 361 A-1 321
101102804070022 28 1960 Bright sZ 547 361 A-2 321
101102803270022 28 1960 Galvanized zS 547 361 A-2 321
101102804270022 28 1960 Galvanized sZ 547 361 A-2 321
101102804270028 28 1960 Galvanized sZ 547 361 No-Lube 321
101102803070023 28 1960 Bright zS 547 361 A-3 321
101102804070023 28 1960 Bright sZ 547 361 A-3 321
101102804270021 28 1960 Galvanized sZ 547 361 A-1 321
101102803270021 28 1960 Galvanized zS 547 361 A-1 321
101103003070021 30 1960 Bright zS 628 414 A-1 368
101103003270022 30 1960 Galvanized zS 628 414 A-2 368
101103003270021 30 1960 Galvanized zS 628 414 A-1 368
101103004070022 30 1960 Bright sZ 629 414 A-2 368
101103004270022 30 1960 Galvanized sZ 629 414 A-2 368
101103004270021 30 1960 Galvanized sZ 629 414 A-1 368
101103203070021 32 1960 Bright zS 715 471 A-1 419
101103204070022 32 1960 Bright sZ 715 471 A-2 419
101103203270022 32 1960 Galvanized zS 715 471 A-2 419
101103204270022 32 1960 Galvanized sZ 715 471 A-2 419
101103203070023 32 1960 Bright zS 715 471 A-3 419
101103204070023 32 1960 Bright sZ 715 471 A-3 419
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Technical data

Kop ToBapa Rope diameter Tensile strength Finish Rope lay Min. breaking force Steel area Lubrication Bec
mm N/mm? kN mm? kg/100m

101103204270021 32 1960 Galvanized sZ 715 471 A-1 419
101103203270021 32 1960 Galvanized zS 715 471 A-1 419
101103403070021 34 1960 Bright zS 807 532 A-1 473
101103404070022 34 1960 Bright sZ 807 532 A-2 473
101103403270022 34 1960 Galvanized zS 807 532 A-2 473
101103404270022 34 1960 Galvanized sZ 807 532 A-2 473
101103404270021 34 1960 Galvanized sZ 807 532 A-1 473
101103403270021 34 1960 Galvanized zS 807 532 A-1 473
101103504070022 35 1960 Bright sZ 855 564 A-2 501
101103504270022 35 1960 Galvanized sZ 855 564 A-2 501
101103603070021 36 1960 Bright zS 904 596 A-1 530
101103604070022 36 1960 Bright sZ 904 596 A-2 530
101103603270022 36 1960 Galvanized zS 904 596 A-2 530
101103604270022 36 1960 Galvanized sZ 904 596 A-2 530
101103604270021 36 1960 Galvanized sZ 904 596 A-1 530
101103603270021 36 1960 Galvanized zS 904 596 A-1 530
101103604270028 36 1960 Galvanized sZ - - No-Lube -
101103804270022 38 1960 Galvanized sZ 1008 664 A-2 591
101103803070021 38 1960 Bright zS 1010 664 A-1 591
101103804070022 38 1960 Bright sZ 1010 664 A-2 591
101103803270022 38 1960 Galvanized zS 1010 664 A-2 591
101103803070022 38 1960 Bright zS 1010 664 A-2 591
101103803270021 38 1960 Galvanized zS 1010 664 A-1 591
101103804270021 38 1960 Galvanized sZ 1010 664 A-1 591
101103803270021 38 1960 Galvanized zS 1010 664 A-1 591
101104004270021 40 1960 Galvanized sZ 1120 736 A-1 654
101104003270021 40 1960 Galvanized zS 1120 736 A-1 654
101104004270022 40 1960 Galvanized sZ 1120 736 A-2 654
101104403270021 44 1960 Galvanized zS 1250 891 A-1 792
101104404270021 44 1960 Galvanized sZ 1350 891 A-1 792
101104803270021 48 1960 Galvanized zS 1610 1060 A-1 942
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Technical data

Kop ToBapa Rope diameter Tensile strength Finish Rope lay Min. breaking force Steel area Lubrication Bec
mm N/mm? kN mm? kg/100m

101104804270021 48 1960 Galvanized sZ 1610 1060 A-1 942
101105204270021 52 1960 Galvanized sZ 1890 1244 A-1 1106
101105604270021 56 1960 Galvanized sZ 2190 1443 A-1 1283
101106004270021 60 1960 Galvanized sZ 2510 1656 A1 1472
101106404270021 64 1960 Galvanized sZ 2860 1884 A-1 1675
101106803270021 68 1960 Galvanized zS 3230 2127 A1 1891
101106804270021 68 1960 Galvanized sZ 3230 2127 A-1 1891
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