Axel Johnson International

KaHaTt ctanibHOI ROPETEX S42 NBX

Product information

ROPETEX

QD sz 6 @

ROPETEX S42-3T0 OUMHKOBaHHbI KaHaT ¢ cepAeyHnkom 13 BosiokHa (FC) u MBX-nokpbiTueM. Ero MoOXHO MCrnosib3oBaTh A/18 Pa3/IMyHbIX
Leneii, Taknx kak pykcupytoLme KaHaTbl, CUrHasIbHble YCTpoiicTBa U T. 4. Ho He Ans nogbema. OH yalle BCero Ucnosb3yeTcs B
He6oNbLUVX AnameTpax 4o 8 Mm.

JocTyneH ¢ npo3payHbIM, MaTOBbIM YEePHbIM WM MaToBbIM KpacHbiM (RAL 3020) nokpbitriem 13 MNBX.

MBX-NoKpbITNe CTabuIn3npoBaHo K yNbTpadnoneToBoMy U3/yUYeHuto, YTo AenaeT ero NpUroAHbIM 415 A/ITENIbHOTO NCMO/b30BaHNUsA Ha
OTKPbITOM BO3AyXe U NOJTHOCTbI0 COOTBETCTBYET AnpekTnse REACH 1907/2006.

Rope construction: 6x7 FC

Marking: According to standard

Temperature range: -30°C go +70°C

Standard: EN 12385-4

except from coating

General use

=

Fill factor: 0,47



Kop ToBapa
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105130500300012
105130500400012
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105130700500010

105130800600010

Rope Diameter,
mm

Inner diameter
mm

Tensile strength
N/mm?

1770
1770
1770
1770
1770
1770
1770
1770
1770
1770
1770

1770

Steel area
mm?

1,48

1,48

1,48

1,48

1,48

3,32

2,32

2,32

Min. Breaking force
kN.

2,35

2,35

9,4
9,4
14,7
14,7

21,2

LiBeT

transparent

transparent

transparent

Black

KpacHblii

transparent

KpacHbiii

KpacHblii

transparent

transparent

transparent

transparent

Bec
kg/100m

2,1
2,7
4,1
4,1
4,1
5,3
53
6,9
8,3
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